# 1.27 Grams HMX Metal Clad Booster Rod

<table>
<thead>
<tr>
<th>Part No.</th>
<th>100158153</th>
</tr>
</thead>
<tbody>
<tr>
<td>CE Certificate No.</td>
<td>CE0519, ENB/B/050</td>
</tr>
<tr>
<td>DOT EX No.</td>
<td>EX1996050007</td>
</tr>
</tbody>
</table>

## Technical Information

### APPLICATION:
Pellet Assembly for use in Casing Cutter

### EXPLOSIVES:
- **Booster:** N/A
- **Main load:** Desensitized HMX, 1.28 g
- **Density:** > 1.5 g/cm³

### TEMPERATURE LIMITS:
- 400 F / 204 C for 1 h
- 338 F / 170 C for 24 h
- 310 F / 154 C for 100 h

### SHELFF LIFE:
5 years when stored unopened in original packaging. Storage temperature:
- 0 C / 32 F min
- 54 C / 130 F max

### DISPOSAL:
Dispose of product not suitable for oilfield use according to applicable laws and regulations.

## Technical Drawing

![Technical Drawing](image)

1. Explosive
2. Jacket

## Packing Information

- **Quantity per box:** 10 pieces
- **Gross weight per box:** 1.54 kg (3.4 lb)
- **Net weight per box:** 0.01 kg (0.02 lb)
- **NEC per box:** 0.0128 kg
- **Box dim:** 30.5 x 30.5 x 22.9 cm
- **Package type:** One piece per inner box, each with desiccant, enclosed by electrostatic bag. Ten are placed inside outer fibreboard box.

Product Designation: Z497

## PROPER SHIPPING NAME

UN0104, CORD, DETONATING, MILD EFFECT, METAL CLAD, 1.4D, PGII

CE Certificate No.: CE0519, ENB/B/050

DOT EX No.: EX1996050007